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USE_TWO NUTS HERE TQ ACCOUNT FOR ~ e s76— e sso—] D39-05-008 TO CONTROL
CENTER
BATTERY HETGHT DIFFERENCE. [N
TRIM_CABLE TO_1016.ADD TERMINAL 8348-01-00
STARTING AT STARTER ADD 600 SLEEVING 87225~ %51-000 CENTER LINE /PIN HOUSING/ TO INDICATOR LAMPJ 2 N RHORSING
AND 950 CONDUIT 41953-09 OF TOOLING HOLE TO GENERATOR
USE WITH ELECTRIC STEP. B 1150
USE WITH JAPAN EXPORT PACKAGE ONLY.
WIRE TTE 116673-01-000. 21 10—

TRIM CABLE TO 400 MM, ADD TERMINAL 8348-01-000.

TRIM CABLE TO €00 MM, ADD TERMINAL 8348-02-000.

SUPPLIED WITH CHASSIS.

SEE WIRING INSTL-FRONT END FOR ADDITIONAL INFORMATION.

COVER WITH CONDUIT 41953-09,-10,-11-000 AS REQUIRED.

COVER EDGE OF HOLE THROUGH BATTERY BOX WITH TRIM-VINYL 72368-02-000.

WIRE TIE 8343-02-000. FASTEN TO FLOOR FRAME TUBE AT
AT LEAST ONCE EVERY 600MM.
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BATTERY CABLE MUST BE INSTALLED TO STARTER MOTOR BEFORE
ENGINE WIRTNG HARNESS AND ROUTED IN SUCH A MANNER AS TO =
PREVENT ANY POSSIBLE DEGRADATION FROM EXHAUST SYSTEM. WINNEEACORE i
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CLAMP 83610-01-000, SCREW G39-08-12B.

)

SECURE CONDUIT 41953-01-000,41953-02-000 AND 41953-03-000
OVER ALL WIRES IN CONTACT WITH SHARP EDGES.

I.  LEGEND:————— WINNEBAGO, ---------- CABLE, --— CHASSIS SUPPLIED.
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CONDUTT
//[, CHEVY FLOOR
view C-C CLAMP
CHEVY
/SPLASH SHIELD
SCREW
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VIEW E-E

CLAMP

83609-01-000 (2)
SCREW
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@ CUT OFF EXCESS END OF WIRE TIE.

@ LAY BATTERY AND GENERATOR CABLES TO THIS DIMENSION

TO START INSTULLATION.

@ SEE WIRING INSTL-FRONT END FOR ADDITIONAL INFORMATION.
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