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1.5

0.50

1

X-X

FOR
ELECTRICAL

CALLOUTS
SEE DWG NO.

121339-01-000

FOR ELECTRICAL
TORQUE

SPECIFICATIONS
SEE DWG NO.

128783-01-000

CODES/STANDARDS USA

CODES/STANDARDS-CSA/CMVSS

2651B1

1B1

265

18 331G
DETAIL AA

(BACK VIEW)

GRN

BLKWHT

49 (2)

52

PREMIUM PACKAGE WITHOUT093

093

3

1.

SEE WIRING INSTL-BODY,110V FOR ADDITIONAL INFORMATION.

NOTES:

ALL GROUND WIRES TO BE COVERED WITH TUBING 8041-02-000.

CONNECTOR-
1/2 CONDUIT
093256-01-000

BOARD-ELECTRICAL
138829-05-000
SCREW
G67-10-12U (4)

GENERATOR CABLE ASM
TO WP JUNCTION BOX

WIRING
DETAIL AA

PC-10
28

MAIN EXTENSION
CABLE ASM TO
LOAD CENTER

CLAMP
10497-01-000
SCREW
G67-10-08UBOX

8289-01-000
RECEPTACLE
24924-02-000
COVER
69238-01-000
SCREW
G67-10-10U (2)
WIRE ASM-GROUND
133678-02-000
133678-04-000
CONNECTOR
8314-01-000
TUBING-VINYL
8041-02-000
(150MM)

BOX
8289-01-000
COVER
8294-01-000
SCREW
G67-10-10U (2)
WIRE ASM-GROUND
133678-02-000
CONNECTOR
8314-01-000 (3)
TUBING-VINYL
8041-02-000
(150 MM)

2.

4

CONNECT BLK TO BLK, WHT TO WHT, AND GRNDS TO GRNDS.

CONNECTOR IS PART OF MAIN CABLE ASM.

ELBOW-90,CONDUIT
(REF) 4

3

176

CONNECTOR
008355-01-000
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