
9. SEE DRAWING 061607 FOR INSTALLATION OF GROMMETS.  

8. SECURE DRAINAGE PIPES TO CABINET USING WIRE TIE 108046-02-000, AND SCREW 000G67-10-12U AT INTERVALS OF NOT
   OF NOT MORE THAN 4 FEET APART.

7  SECURE VENT PIPE TO FLOOR WITH CLAMP 062401-02-000 (2),SCREW 000G67-10-12U (2), BRACKET 136878-01-CHT (2).

6  VENT PIPE MUST PROJECT 51 MIN AND 64 MAX ABOVE ROOF FOR PROPER FIT AND FUNCTION. ADD S-1 
   (000156099 / 326607-01-CHT SEAL-VENT PIPE) AROUND PIPE ON ROOF BEFORE VENT CAP IS INSTALLED.

5. SEAL AROUND SHOWER WITH SILICONE.

4  USE SMOOTH PLUMBERS PUTTY 167459-01-000 TO SEAL STRAINER (0.2 PER STRAINER).

3. ALL PIPE AND FITTINGS TO BE ASSEMBLED WITH SOLVENT 004020-01-000 (USA), 004020-02-000 (CAN)

2. SLOPE OF TRAP ARM MUST BE 6 PER 305 mm.

1. SLOPE OF HORIZONTAL PIPING TO BE MINIMUM OF 3 PER 305 mm.

11  PREP THE SURFACE PER MANUFACTURERS INSTRUCTIONS BEFORE APPLYING THE HEATING PAD.

10  SEE WIRING INSTL-BODY FOR ELECTRICAL CONNECTION.
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VIEW CA

VIEW CB

STRAP-HLDG TANK MTG
153148-30-CHT
NUT
000D39-05-00U (2)
BOLT
000C26-05-20U (2)

VEHICLE
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NUT
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000164648 / 329202-02-000 (2)
INSTALL PER MFG LABEL
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TANK ASM-HOLDING
000027507 / 315991-01-000

TANK ASM-HOLDING
000027503 / 315990-01-000

H-1

C-5

C-5

23T

PAD-HEATER,HOLDING TANK
000167187 / 330035-01-000 (2)
INSTALL PER MFG LABEL

16-Nov-2018                    


