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ELECTRICAL

CALLOUTS SEE
DWG 000228177
344479-01-000

X-X

FOR ELECTRICAL
TORQUE

SPECIFICATIONS
SEE DWG NO.

128783-01-000

20 331K

CABLE ASM-STARTER (RED) 141415-32-042

CABLE ASM-COACH BATTERY (YEL) 141415-52-014

CABLE ASM-COACH BATTERY GND (BLK) 133566-12-008

CABLE ASM-GENERATOR (GRN) 141415-42-042

CABLE ASM-GENERATOR GND (BLK) 133566-12-008

CABLE ASM-STARTER,EXT (RED 2) 141415-32-009

LEVELING SYSTEM GROUND CABLE (BLK) 133566-12-005

LEVELING SYSTEM POWER CABLE (BLU) 141415-22-025

CABLE ASM-INVERTER FUSE (ORG) 141415-62-006

CABLE ASM-INVERTER (ORG) 141415-62-022

CABLE ASM-INVERTER GND (BLK) 133566-12-024

CABLE ASM-INVERTER CASE GND (GRN) 136145-05-016

60M

60M

HYDRAULIC LEVEL JACKS-AUTO60M

CC INDICATES A CRITICAL CHARACTERISTIC.
ENSURE PROPER PROCEDURES ARE FOLLOWED.

SC INDICATES A SIGNIFICANT CHARACTERISTIC.
ENSURE PROPER PROCEDURES ARE FOLLOWED.

KC INDICATES A KEY CHARACTERISTIC.
ENSURE PROPER PROCEDURES ARE FOLLOWED.
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CABLE ASM-
INVERTER GND (BLK)

CABLE ASM-
INVERTER FUSE (ORG)

CABLE ASM-
INVERTER (ORG)

FUSE HOLDER
115187-02-000
SCREW
G39-10-16U (2)
FUSE-150 AMP
115187-03-000

TO GROUND BAR

INVERTER
(REF)

TO GROUND BOLT

TO GROUND BOLT

CABLE ASM-
INVERTER CASE GND (GRN)

LEVELING SYSTEM GROUND CABLE (BLK)

HYDRAULIC LEVEL JACKS-AUTO60M

60M

60MLEVELING SYSTEM POWER CABLE (BLU)

CABLE ASM-GENERATOR GND (BLK)

CABLE ASM-GENERATOR (GRN)

CABLE ASM-STARTER (RED)

NOTES:

WIRES PASS THROUGH FLOOR IN THIS AREA.1

1

CA

3

2

CABLE ASM-
STATER EXT
(RED-2)

ISOLATED STUD
(REF)

STEP ASM-ENTRANCE
(REF)

PANEL-STEP,BACK
000178892 / 333169-01-CHT
RIVET
113133-01-CHT (5)

PANEL ASM-FOAM
000034286 / 317751-01-XXX

PANEL-CLOSEOUT,STEP BOX
000178899 / 333170-01-CHT
RIVET
113133-01-CHT (5)

TIE DOWN
160014-05-CHT
BOLT
51387-06-000 (3)
NUT
D39-05-00U (3)
WASHER-RUBBER
184541-01-CHT (3)

2

2 CABLE ASM-STARTER,EXT (RED 2) WILL BE CONNECTED TO ISOLATED
STUD ON CHASSIS IN MOTORHOME PLANT AFTER ALL CONNECTIONS IN
BATTERY BOX ARE COMPLETED AND STEP ASM IS INSTALLED AFTER
FLOOR IS SET.

3 MOUNT ELECTRICAL COMPONENTS TO PANELS AND CONNECT
CABLES TO THE COMPONENTS. PANELS WILL BE MOUNTED
TO STEP BOX IN MOTORHOME PLANT AFTER FLOOR IS SET.

3

4 SEE COMPONENT DRAWING FOR TORQUE SPECIFICATIONS.

CC
4
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1B1

CABLE ASM-COACH
BATTERY
(YEL)

BATTERY-12V
063739-01-000 (2)

LS-1

FM

LR

J

LS

SOLENOID-SEALED
8188-01-000
SCREW
G55-08-12U (2)

FUSE HOLDER
(REF)
FUSE-5AMP
62901-02-000

KKF

4 PIN HSG

CABLE ASM-
JUMPER NEGATIVE
133566-11-002
(BLK)

CABLE ASM-COACH
BATTERY GROUND
(BLK)

CABLE ASM-
141415-64-002
(ORG)

CIRCUIT BRKR-50A
183624-01-000
SCREW
G39-10-16U (2)
NUT
D24-10-00U (2)
WASHER
E13-10-00U (2)

CABLE ASM
JUMPER-POSITIVE
133566-01-002
(RED)

RELAY-BATTERY DISCONNECT
180722-01-000

3

3

3

3

6

SECURE WITH SOLENOID MOUNTING SCREWS.

SEE WIRING INSTL-CHASSIS FOR ADDITIONAL INFORMATION.

3

4

2.

3

NOTES:

5

WIRES ARE PART OF WIRE ASM-CHASSIS.

3

BATTERY CABLES ARE NOT TO BE ROUTED OVER BATTERY FILL CAPS.

4

3

WIRE MARKED WITH ORANGE TAPE.

3

6

1.

PLUG BREAKER MOUNTING HOLES WITH SCREW G39-10-12U (2).

5

STUD-ISOLATED
086233-02-000 (2)
SCREW
G39-10-16U (4)
NUT
D39-05-00U (2)

FUSE HOLDER AND WIRES ARE PART OF WIRE ASM-
GPS TRANSMITTER POWER.

7

RENTAL - APOLLO65Q

GGV-1 7

GGV7

FUSE HOLDER
(REF)
FUSE-5 AMP
062901-02-000

765Q

65Q

65Q

SEE COMPONENT DRAWING FOR TORQUE SPECIFICATIONS.8

8
CC

CC

CC

8

8

GROMMET 2 INCH
000283036 / 356743-01-000 (2)
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