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9. SEE DRAWING 061607 FOR INSTALLATION OF GROMMETS.
8. SECURE DRAINAGE PIPES TO CABINET USING WIRE TIE 108046-02-000, AND SCREW 000G67-10-12U AT INTERVALS
OF NOT MORE THAN 4 FEET APART.

ASECURE VENT PIPE TO FLOOR WITH CLAMP 000156237 / 326663-02-000 (2),SCREW 000G67-10-12U (2), BRACKET 136878-01-CHT (2). W g
VENT PIPE MUST PROJECT 51 MIN AND 64 MAX ABOVE ROOF FOR PROPER FIT AND FUNCTION. ADD S-1 Uﬂﬂ@ﬂ@@:
000156099 / 326607-01-CHT SEAL-VENT PIPE) AROUND PIPE ON ROOF BEFORE VENT CAP IS INSTALLED. ___ COPYRIGHT 2018 WINNEBAGO INDUSTRIES, INC.

5. SEAL AROUND SHOWER WITH SILICONE. I —— © =

/4 USE SMOOTH PLUMBERS PUTTY 167459-01-000 TO SEAL STRAINER (0.2 PER STRAINER). P y— S I

3. ALL PIPE AND FITTINGS TO BE ASSEMBLED WITH SOLVENT 004020-01-000 (USA), 004020-02-000 (CAN) oR —— S
DRAINAGE WEIGHT: (LBS) | FIRST USED: (REF)
2. SLOPE OF TRAP ARM MUST BE 6 PER 305 mm. @ CALLOUTS " TIGHTENING GUIDELINES 20 9254
SEE DWG NO_ DESCRIPTION:
1. SLOPE OF HORIZONTAL PIPING TO BE MINIMUM OF 3 PER 305 mm. sonao ol DRAINAGE SYSTEM INSTL
NOTES: 1 or 2 |000173170 / 33198201000
7 3 ‘ 2 e 1 01-Aug-2019




DRAINAGE SYSTEM-LAVATORY
000171861 / 331508-01-000

083610-02-000
SCREW
000G67-10-12U

vIEW BA

CLAMP
083610-02-000
SCREW

000G67-10-12U

DRAINAGE SYSTEM-GALLEY
000126997 / 324586-01-000

DESCRIPTION:

DRAINAGE SYSTEM INSTL

SHEET:

ITEM/PART NO:

000173170 / 33198201000

1 01-Aug-2019




