
BA

7  APPLY 1/4" BEAD OF SILICONE (131264-05-CHT) TO FLANGE BEFORE INSTALLATION AND THEN CAP SEAL 
    SINK/CORIAN COUNTER TOP WITH SILICONE (131264-05-CHT).

6. SEE DRAWING 061607 FOR INSTALLATION OF GROMMETS.  

5. SECURE DRAINAGE PIPES TO CABINET USING WIRE TIE 108046-02-000, AND SCREW 000G67-10-12U AT INTERVALS OF NOT
   OF NOT MORE THAN 4 FEET APART.

4  USE SMOOTH PLUMBERS PUTTY 167459-01-000 TO SEAL STRAINER (0.2 PER STRAINER).

3. ALL PIPE AND FITTINGS TO BE ASSEMBLED WITH SOLVENT 004020-01-000 (USA), 004020-02-000 (CAN)

2. SLOPE OF TRAP ARM MUST BE 6 PER 305 mm.

1. SLOPE OF HORIZONTAL PIPING TO BE MINIMUM OF 3 PER 305 mm.
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640 RENTAL - GAH WITHOUT

644 GREAT ALASKAN RENTAL PACKAGE
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VIEW BA

P-1

A-15

VM-2T-1

1
305

1
205

TOILET
184093-02-CHT
SCREW
087721-01-000 (6)

4

DRAINAGE SYSTEM LINES
000186257 / 334988-01-000

644 640

SINK-GALLEY,SNGL,UNDERMOUNT
000289414 / 358532-01-CHT
STRAINER-SINK
092303-01-000
ANGLE-FORMED
140002-01-CHT (8)
SCREW
000G13-07-12U (8)

TAIL PIECE 1 1/2 X 4
000167613 / 330149-01-000
NUT-SLIP,W/WING 1-3/4
130403-01-000

7

03-Jan-2024                    


